
BUNDLE DIA.
.59 [15.1] MAX.

.270±.002 6.85±0.05
SQ. (2 PLS)

1.22 31.0

DATEENGR.

TYPE

ACHMCC-1-01
PART #CHKD:

APP:DWN:
DT:SHEET SIZE:SHEET:

FILE #:
PRINT

DESCRIPTION

1 A 04/07/05 -
HMCC-1 SK - FINAL

DWG IN
IN [MM]

RICHCO, INC.
ENG@RICHCO-INC.COM

(773) 539-4060

RE:
RICHCO, INC.
 

 OF 
SOLIDWORKS

CREATED USING

1

HINGED MAIN CABLE CLAMPTITLE:

ANG.=±1°

TOLERANCES
UNLESS NOTED

.XX=±.010
.XXX=±.005

FRAC.=±1/64
REV.

- --------SEE ENGINEERING FOR REV. A-B
C 04/07/05SKREDRAWN, SEE ECN #976 FOR CHANGES

.46 11.8

SELF TAPPING SCREW
TO ACCOMODATE A #8

30.8

1.571.56

1.21

39.6 39.8  REF

10.0.39

 REF

.54  REF13.8

A A

NOTES:
1. MATERIAL: NYLON 6/6 (RMS-01).
2. COLOR: NATURAL.
3. FLAME RETARDANT NYLON 6/6 (RMS-19),
   AVAILABLE BY SPECIAL ORDER ONLY.  
   TO ORDER REPLACE "-01" WITH "-19"

AVAILABLE BY SPECIAL ORDER- NAFTA REGION ONLY

.24 6.0

6.5

PANEL THICKNESS: .024-.059 [0.60-1.50]

.16 4.0
18.0.71

.24 6.0SECTION A-A
.26

MOUNTING HOLES
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