REV. DESCRIPTION DATE
B Added dimensions 4/3/2006
C Updated material list 5/15/2006
D Changed pin numbering 8/22/2006

= 15.8[0.622] —
?1.6[0.063] | $19.0[0.748]
(3 PLCS) g =
| _— $7.0[0.276]
‘ 21.1[0.831] _ >
4.05 [0159] V| 18.0 [0709]
25° (2 PLCS) o
45° )/ ¥ 100[0.394] ! | !
| I | | 1 16.5[0.256]
J—I—L = I'_—II
J J L
1.0[0.039] | }* | 35[0.138] 1.6[0.063] (TYP) 1.0[0.039]
(2 PLCS) | (TYP) 250[0.008] —»| = (TYP)
5.0[0.197] | | - L5010.059]
( ) 5.00[0.197] -]
—= 10.0[0.394]
10.00[0.394]
~— 15.0[0.591]
— 12.50[0.492] |=—
=— 15.0[0.591] —~ TOLERANCE:
2.5[0.098] XX £0.2mm R HS
@1.30(7[0P.Egls]) 10.0[0.394] (2 PLCS) X.XX £0.1mm O
5 4 X. XXX +0.05mm V
©2.40[0.094] b3 26 14
Ty | € cUIINC
|
10.0[0.394] \/
(3PLCS) SPECIFICATIONS:
5'()2[§|'_1C957 ] RATING: 24V DC @ 1A; 100V AC @ 2A 20050 SW 112th Ave.
( ) = CONTACT RESISTANCE: 20m OHMS MAX Tualatin, OR 97062
SZH RS o [NSULATION RESISTANCE: 100M OHMS MIN: 500V DC Ph0g8b52073é§1182é§300
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WITHDRAWAL FORCE: 1.0KG~3.5KG Website: www.cui.com
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EARTH TERMINAL | Phosphor Bronze Tin SDS-50J MM [INCHES]
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