6 | 5 | 4 3 | 2 | 1

| used for: D-SUB

No. of pos.| A .oz | B C D 3| Part No.

9 3119 | 16.79 | 25.00:8% | 6.12 | 163A11269X
15 3952 | 2512 | 33.30:3F | 6.12 | 163A11279%
25 53.42 ] 38.84 | 47.04+0.53 | 5.99 | 163A11289X

37 69.70 | 55.30 | 63.50 05 | 5.99 | 163A11299X
50 67.31 ] 52.68 | 6110 %8 | 5.99 | 163A11309X

129310
(15.75-0.76)

1.6

(75:03)
5.6
B

0.9

2.55 REF.

8.23:8.25

(10.95:3%)

(15.75:3 76)

Dimensions in (---) = 50 pos.

NOTES:
1. METALSHELLS: STEEL; min. 320p" TIN
2. INSULATORS: PBT GF UL 94 V-0, BLACK
3. CONTACTS: COPPER ALLOY
PLATING: 8p" HARD GOLD OVER min. 50p" NICKEL
SOLDER CUP ACCEPTS CABLE AWG 20
4, THREADED INSERT: COPPER ALLOY; min. 200p” TIN over 80p" NICKEL
5. COLLAR: COPPER ALLOY; min. 200p" TIN over 80p" NICKEL
6. MAXIMUM TORQUE VALUE FOR THREAD: 6” LBS
1.
8.

CONNECTOR IS PART MARKED: [PART-NO. CONEC_ ABC]
(C__ ) = CHECK DIMENSION
_5 % g tolerance scale: 2:1
«2Z o= material: SEE NOTES
°ox%x= 2|a dim. in mm
> S
g ke E 2 2006 | date name title:
o EE = g drawn [ 06.02. | Lehmenkilhler D-SUB MALE
EX £ ] Pl | 0602 | Mickenbecker 9-50pos. SOLDER CUP
; zs § S g norm DIN 41652 with threaded insert
t=zf3E a-ld dwg no: AUTCAD 2004 JDIN-A
£8c8al2 3
227525 [ o CONES 16K1A1739 o
APPROVAL # FREIGABE # DEBLOCAGE # AUTORIZACION # APPROVAL % E ; E E g rev. destripfion date name “’ -‘ pa[‘f no: SEE TABLE
|

4 2 | 1
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