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12.93"

0.76

2.55 REF.

used for: D-SUB HD

POS. A 07 | B -025 C Part NO.

15 3119 | 16.46 | 25.00 3% [164A17059X

26 3952 | 24.79 | 33.30 3% [164A17069X
Ll 53.42 | 38.50 | 47.04:013 [164A17079X

62 69.70 | 54.96 | 63.50+03 |164A17089X

?1.04

11.2+0.3
8.7+0.3
6.25

4-40 UNC

+0
6.379.25

NOTES:
1. METALSHELLS: STEEL; min. 320p" TIN
2. INSULATORS: PBT GF UL 94 V-0, BLACK
3. CONTACTS: COPPER ALLOY
PLATING: 8p” HARD GOLD OVER min. 50p" NICKEL
SOLDER CUP ACCEPTS CABLE AWG 22
4. THREADED INSERT: COPPER ALLQOY; min. 200p" TIN over 80p" NICKEL
5. COLLAR: COPPER ALLOY; min. 200p" TIN over 80p" NICKEL
6. MAXIMUM TORQUE VALUE FOR THREAD: 6" LBS

8.(__ ) = CHECK DIMENSION
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OWNERSHIP AND COPYRIGHT OF CONEC GmbH| |3

DO NOT ALTER CAD DRAWING BY HAND| |2

tolerance scale: 2:1
maferial: SEE NOTES
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§ norm with threaded insert
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