REFERENCE SPECIFICATIONS
R,F g‘m A‘ZSEIFI ATION ENVIRONMENTAL CHARACTERISTICS
- MIL-DTL-24308 ~ CLIMATIC CATEGORY: 55/125/56
PHYSICAL CHARACTERISTI TEMPERATURE RANGE -55°C TO +125°C
- INSULATOR MATERIAL: DAMP HEAT STEADY STATE 56 DAYS
- PBT COLOR BLACK-RAL T7001/STANDARD MATERIAL
A - CONTACT MATERIAL: - PHOSPHOR BRONZE FOR STRAIGHT CONTACT AND RA SOCKET A
- BRASS FOR RA PIN
- GROUNDING DEVICE MATERIAL : - BRASS FOR RIGHT ANGLE CONTACT
ELECTRICAL CHARACTERISTICS
- MAXIMUM RATING CURRENT: 5A AT 70°C
- NOMINAL CURRENT: 5A (STANDARD CONDITIONS)
- CONTACT RESISTANCE straight fterminations: <I0mW RIGHT ANGLED
Right angled *erm\na*\om;ésggfmgir 50 way sectionz0.55+0/-0.05¢0 45+/-0.03
- VOLTAGE PROOF >1000 V.or.m.s.
- RATED VOLTAGE 300 Vor.m.s.
- insulation resistance: >5000mQ
- creepage and clearance distance: >Imm
- average wiping length: 2mm
- RETENTION AGAINST TORQUE: - Threaded insert:0.7 N.m minimum R
B insert L: threaded M3 section=0.5+¢0/-0.05x0.45+/-0.04 B
insert X: threaded UNC 4.40
- Female screw lock: 0.5 N.m minimum
female screw V threaded UNC 4.40 STRAIGHT
female screw | threaded M3
- INSERTION AND WITH DRAWAL FORCE: <n x 3.40 N (n number of c¢ts) PLATING TIN LEAD VERSION
- GAUGE RETENTION FORCE : >0.20 N (gauge PM)
- THICKNESS GAUGE = ©0.99+0.005 / SURFACE ROUGHNESS: -Contacts:gold over nickel on mating area
° Raz0.10p mini- 0.25u maxi ) tin \eod over nickel on termination
- CONTACT RETENTION IN INSULATOR : mini I6N for straight contact jsf\e“s bright Pj;eh“” orer coppEr L g
mini 20N for right angled contact © Ofher accessorics: bright pure in over capper oo
- VIBRATIONS: 10-2000Hz / 1.5 mm - 209 /3 x 2 HRS
INTERRUPTION <Ips (NOT APPLICABLE FOR PL3) PLATING TIN VERSIOM
SHOCK: ACC. HALF SINE 50g- [Im.s-6x3 SHOCKS
INTERRUPTION <Ips
HARPOON INSERTION FORCE: <60N - The "LF" products meet European union Directives and other country
C requlations as described in G$-22-008 R C
- The housing will whistand exposure to 260 C peak temperature for 3.5 seconds
PERFORMANCE LEVELS in a wave solder application with a |.6 mm minimum thickcircuit board. See application
ﬂ)\ MECHANICAL ENDURANCE ONLY MECHANICAL ENDURANCE AND INDUSTRIAL ATMOSPHERE TEST(1) ,CQ;’ESQW‘”“TT a *hjy ore ovorloble.
o over nicke on matin area
P/N:DXXXXXCXXXXXXX | PERFORMANCE P/N: DXXXXXCXXXXXXX PERFORMANCE %2 Tum Nickel ming. 25 fa 7.5 ym Sn (pure matielon termination
LEVELS LEVELS - Shell plating: 2 to 4 ym Cu + Ni + 3 to 10 y Sn (pure bright)
- Accessories with harpoon: bright pure tin over copper + nickel
— 4 1200 OPERATIONS PL3 4 |salt spray: 24 hours PL3 - Packaging spec: see GS-14-920 |
:; 6 400 OPERATIONS PLI 6 250 op + test (1 or 2)-10 days + 250 op PLI
= I)INDUSTRIAL ATMOSPHERE TEST: 3 GASES available for contocts and grounding device
2 surface - tolerance std |projection
= IN ACCORDANCE WITH IEC-68-2-60-TTD - TEST ke - MTH C OR IEC 512-6 TEST Ilg www_ fciconnect. com 150 1302 \/ 1S0 406 150 1101 @E} mm
——
S MIXED GASES: H2S=10 PPB#5.10-9vol/vol +N20=200£50.10-9 vol/vol + CL2710%5.10-9vol/vol TOLERANCES UNLESS OTHERWISE SPECIPIED
Dr | JOUBERT 30711700 \ 0.X +0.3 size Scale
D | TEMPERATURE = 30£1°C / RELATIVE HUMIDITY= 703°C revf e no Jar T sote T7o, ANGULARL  vear o xx o1 A3 o D
B - $J0 [2002/08/07 N
(2) INDUSTRIAL ATMOSPHERE TEST: 4 GASES available for contacts active area only [c tsos-o0saltmtz005701 726 Lo o [+2 QXXX | #0905 ECN LS08-0207
> Esosoroilwee (2006706727 Appr | LEGARE 30/11/00 Product family - | Spec ref
BELCORE TEST : MIXED GASES: H2S=10 PPB+5 vol/vol +N20=200ppb50 vol/vol + CL2 ° o Rev .
=10ppbt3val/vol + $20=100ppb*30vol/vol € JS06-0153 MPE §2006/10/06 < DELTA D SOLDER CTS CONNECTORS |< CO1-8646-0000
TEMPERATURE = 30%1%C / RELATIVE HUMIDITYz 70%2°C FJLSOT-0273) MPE J2007/10/31 — 2
G Jesos-o0156f MPE [2008/07/04 ~fy |~ GENERAL CHARACTERISTICS o H
i [i508-0207| MPE J 2008710706 catalog no - CUSTOMER Isheet 1 of |
| 2 3 4
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