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\Pcr\t Number & Date Code Printing Piteh 2,76 (shell 25-37)
Piteh 2.74(shel L ©9-15) I
PART NUMBER LEAD FREE PART NUMBER [@]40. 13 ]-hotess0. R nini
SHELL = A+0.38 B+0.12 C+0.10 D *3-25 G #8-25PLating0.76p AU PlatingsFlash AU PLating:0.76n AU PLlating:Flash AU
09]30.81 | 24.99 | 16.96 | 16.73 | 5.80 | DO9P13BBGX00 | DOIP13B4G%00 |DOIP13BBCX00%X DOGP13B4Gx00%% | L./ _obop b o000 o os—s—m
15/39.14|33.32|25.18 | 25.12 | 5.80 | D15P13B66x00 | D15P13B4G%00 |D15P13B6GXx00%% D15P13B4G*00%x*
25|53.03 | 47.04 | 39.12 | 38.84 | 5.70 | D25P13B66x00 | D25P13B46%00 | D25P 1 3BBG*00%X D25P 13B4GX00%x
37|68.32 | 63.50 | 55.68 | 55.30 | 5.70 | D37P13B66*00 | D37P13B4G*00 | D37P 13B6G*00%¥ D37P13B4GX00%x
e * +0.10 1.37(shell 09-15) -
Technical characteristics: =Y. -3cishe B
Shell steel tin/Zinc Cr3 plated | CERE $3.10 1.38GghelL, 25-372
Insulators:self-extinguishing black polyster, ULclass34V0 Threaded @T M3 = L -
Contacts slze 20:brass,gold 0.76p on mating end,bright tin Qj _ LF FOR LEAD FREE
on termination end over nickel on entire contact Threaded QT 4.40 = X B
Cycles « 200 for plLating 4
S00 for pLating b
Harpoona:phosphor bronze,tin plated
Metal plate for electrical continultyibrass,tin/Zinc Cr3 plated —
Nuts:brass, tin/Zinc Cr3 plated FOR ROHS DETAILS REFER DWG.NO:C01-8646-0000
ElLectrical characteristics: Furobean Views
max.current ratingsSA P
Teat voltage:1000V surfoce tolerance std pro jection
Rated voltage: 300V WWW. fciconnect. com 1S0 1302 1S0 406 1s0 1101 — mm
Contact resistance:<15ma TOLERANCES UNLESS OTHERWISE SPECIFIED ’
Shell resistances<Smn
Insulat ion resistance: 2500DMn br | JOHN SLEEBA|13394/08/01 ANGUL AR 0-X +0.1 Isize Scale D
Climatic characteristics. re] eenno | dr | date 7o TEFORGE V) [1994/08/01 LINEAR | D0.xx +0.1 A3 1:1
Operating temperature range:-55°c +125°c D | (050124 | JS § 2005/0%/27 Iy TGEORGE VJ _ |2005/07/27 [ewe[=1° 0XXK =0.1] ECN -
Dimensions: [06-0074 | 5< | 2006/06/08 -
In accordance Wl th MIL-C-24308 — — — Appr | KVSD 2005/07/27 |Product family D-SUB ] Spec ref -
— _ — — o Rev.
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