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CAVITY LOCATION DIMENSIONS INCREASE IN INCREMENTS OF

AMP LOGO MOLDED IN APPROXIMATE AREA SHOWN.
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DESCRIPTION

DATE DWN APVD

L REVISED PER EC 0S12-0291-05

17auG05 |JDP| DD

125 — TOLERANCE NON—CUMULATIVE

.000050 GOLD IN CONTACT AREA, .000100—.000200 BRIGHT TIN—LEAD ON THE TERMINATION AREA,

ALL OVER .000050 NICKEL

"NON—STANDARD SIZE"— MINIMUM ORDER QUANTITY MAY BE REQUIRED.

OBSOLETE 5—-102935—7
OBSOLETE 5-102935-6
OBSOLETE 5- -5
OBSOLETE 5— —4
OBSOLETE 5- -3
OBSOLETE 5— —2
OBSOLETE 5- —
OBSOLETE 5— -0
OBSOLETE 4 -9
OBSOLETE 4 — -8
OBSOLETE 4 —7
OBSOLETE 4 — -6
OBSOLETE 4 -5
OBSOLETE 4 — —4
OBSOLETE 4 -3
OBSOLETE 4 — —2
OBSOLETE 4 —
OBSOLETE 4 — -0
OBSOLETE 3- -9
OBSOLETE 3— -8
OBSOLETE 3- —7
3 2.493 | 2.375 19 40 3— -6
SUPERSEDED BY 3-—102935-6 3 2.493 | 2.375 19 40 3— -5
OBSOLETE 3— —4
OBSOLETE 3- -3
OBSOLETE 3— —2
OBSOLETE 3- —
OBSOLETE 3— -0
OBSOLETE 2— -9
3 1.993 | 1.875 15 32 2— -8
OBSOLETE 2— —7
OBSOLETE 2— -6
OBSOLETE 2— -5
OBSOLETE 2— —4
OBSOLETE 2— -3
OBSOLETE 2— —2
OBSOLETE 2— —
OBSOLETE 2— -0
3 1.493 | 1.375 11 24 1— -9
OBSOLETE 1- -8
OBSOLETE 1- —7
3 1.243 | 1.125 9 20 1— -6
SUPERSEDED BY 1—-102935—-6 3 1.243 | 1.125 9 20 17— -5
OBSOLETE 1- —4
3 1.868| 1.750 14 30 1— -3
3 .993 875 7 16 1— -2
OBSOLETE 1- —
OBSOLETE 1- -0
OBSOLETE —9
4 3 743 625 5 12 -8
OBSOLETE —7
3 618 .500 4 10 -6
OBSOLETE -5
3 493 .375 3 8 —4
OBSOLETE —3
OBSOLETE —2
OBSOLETE 1029351
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Tyco Electronics Corporation
Harrisburg, Pa 17105-3608

— | NAME

PRODUCT SPEC

APPLICATION SPEC

RECEPTACLE ASSEMBLY, LEVEL V,
DOUBLE ROW, .125 X .125 CL,
#26—#22 AWG

SIZE CAGE CODE | DRAWING NO

MATERIAL
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