FBLOBA (80X 25.5"

‘ NMB-MAT

|Genera| Specifications

| EMINEBEA.COM

| Expected Life

‘ Allowable Ambient Temperature Range:
-10°C ~ +70°C (65%RH) (Operating)
-40°C ~ +75°C (65%RH) (Storage)
(non-condensing environment)

‘ Failure Rate: 10%
50,000 Hours  (40°C, 65%RH)
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Rated Operating Current Input Rated Max. Max. Static Noise Mass
MODEL Voltage Voltage Power Speed Air Flow Pressure
V) ) (A W)yt | (min?y" | CFMT| (m¥min)"| in H20 | (Pa)' | (dB)" ()
FBLO8A 12L 12 7.0~13.8 68 0.82 1900 24.0 0.68 .06 15.4 24.0 100
FBLO8A 12M 12 7.0~13.8 124 1.49 2450 32.1 0.91 .09 24.6 28.0 100
FBLO8A 12H 12 7.0~13.8 173 2.08 2950 39.6 1.12 14 37.1 32.0 100
FBLO8SA 24L 24 14.0 ~27.6 54 1.30 1900 24.0 0.68 .06 15.4 24.0 100
FBLO8A 24M 24 14.0 ~27.6 71 1.70 2450 32.1 0.91 .09 24.6 28.0 100
FBLO8BA 24H 24 14.0 ~ 27.6 105 2.52 2950 39.6 1.12 14 37.1 32.0 100

Rotation: Clockwise

Airflow Outlet: Air Out Over Struts

*1: Average Values in Free Air
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