
- SEE ENGINEERING FOR REV. A-N - ----
O COMPLETELY REDRAWN, SEE ECN #834 SM 08/12/04
P SEE ECN #906 FOR CHANGES SM 01/06/05
Q SEE ECN #1024 FOR CHANGES SK 07/13/05
R SEE ECN #1064 FOR CHANGES SK 09/30/05
S SEE ECN #1174 FOR CHANGES SK 05/18/06
T SEE ECN #1200 FOR CHANGES SK 07/21/06
U SEE ECN #1344 FOR CHANGES SK 07/12/07
V SEE ECN #1346 FOR CHANGES SK 07/24/07
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NOTES:
1. MATERIAL: POLYURETHANE (RMS-64),
    60-70 DUROMETER, SHORE A.
2. STANDARD COLOR: CLEAR AND BLACK:
    TO ORDER BLACK ADD "-BK" TO PART NO.
    BROWN "-BN", WHITE "-WH", OR GRAY "-GY"
    AVAILABLE BY SPECIAL ORDER ONLY.
    PART NO. RBS-33-SD AND RBS-10 AVAILABLE IN CLEAR ONLY.
3. ADHESIVE: RUBBER ( RMS-68).
4. LIGHTER BUMPER COLORS MAY SHOW SOME DARKENING
   OR YELLOWING WHEN NOT STORED IN ORIGINAL UNOPENED CARTON.
*NON STAINING, NON MARRING.
*CRACK RESISTANT.
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UNLESS NOTED
.XX=±.010
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FRAC.=±1/64
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