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Heavy Duty - Polystyrene (1594 Series)

OTHER KEY FEATURES

• Rugged electronic instrument enclosures, designed for mounting printed circuit boards. Heavy duty with an average

  wall thickness of .12” (3.1 mm)

• Molded in economical high impact polystyrene.

• Designed to meet IP54.

• Countersunk lid is secured with four #4 x 1” (25.4 mm)  self-tapping screws

• Stocked in grey with matte textured finish.

ACCESSORIES

Enclosure uses self-tapping

screws... Lap joint construction...

Heavy duty - thick wall design...
No “gate” marks on bottom ...
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Replacement Screws

Self-tapping type used in

polystyrene type 1594 series

(ie...no brass inserts). #4 x 1”

(25.4 mm)

1594TS100 - Package  of 100

P.C. Board Card Guides

Allow for vertical or horizontal

mounting of P.C. board.  Each

part number contains either 25

or 5 “sets”. Each “set” includes

four adaptors (2 - for the short

side, 2 - for the long side).

Molded in black ABS.

Belt or Pocket Clip

Molded from tough nylon, includes 2

nylon screws and mounting template.

Black - 1599CLIP Grey - 1599CLIPGY
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Heavy Duty - Polystyrene (1594 Series)

For detailed drawings, CAD

files and color photos visit

our website at:

www.hammondmfg.com

NOTES: - Assembled height = dimension “C” + 0.47” (12.0 mm)

- Average wall thickness: 0.12” (3.1 mm)

Lid

(Inside View)

Body

(Inside View)

Section B-B

Section A-A

Optional P.C.

Card Guides

Detail B

Typical 4 Corners
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