
H.E.I. Edgewound Resistors are are designed for
applications demanding maximum power dissipation

in minimum space.  Edgewounds are constructed of special alloy resistance
wire, crimped, and wound on edge.  High quality ceramic cores are used
with a coating of eithervitreous (FVE) or silicone (FSE) to provide heat sink
for short term overloads and maximum dissipation.

FVE / FSE
AVE / ASE

EDGEWOUND RESISTORS
40 WATTS THRU 1500 WATTS

FVE/AVE - VITREOUS    FSE/ASE - SILICONE

HUNTINGTON ELECTRIC, INC. P.O. BOX 366 HUNTINGTON, IN 46750 (260) 356-0756 www.heiresistors.com

ORDER INFORMATION

FVE - 40 - 200 - 1%

TYPE & WATTAGE                                                                              RESISTANCE                     ADD FOR            
FVE=FIXED VITREOUS                     FSE=FIXED SILICONE                            VALUE                          SPECIAL         

AVE=ADJUSTABLE SILICON           ASE=ADJUSTABLE SILICONE                                                       TOLERANCE                       

inches (mm) 

TYPE WATT A
TYP

B
TYP

C
TYP

D
TYP

E
TYP

F
CLEARANCE

FSE-40 40 .56 (14.3) .31 (7.9) 2.00 (50.8) .25 (6.4) .56 (14.3) 8-32
FSE-50 50 .75 (19.0) .50 (12.7) 2.00 (50.8) .25 (6.4) .56 (14.3) 8-32 
FSE-90 90 .56 (14.3) .31 (7.9) 4.00 (101.6) .25 (6.4) .56 (14.3) 8-32 

FSE-100 100 .75 (19.0) .50 (12.7) 2.00 (50.8) .25 (6.4) .56 (14.3) 8-32 
FSE-110 110 .75 (19.0) .50 (12.7) 4.00 (101.6) .25 (6.4) .56 (14.3) 8-32 
FSE-120 120 .75 (19.0) .55 (13.9) 4.50 (114.3) .25 (6.4) .56 (14.3) 8-32 
FSE-155 155 1.13 (28.6) .75 (19) 4.25 (108.0) .31 (7.9) .63 (15.9) 10-32
FSE-240 240 1.13 (28.6) .75 (19) 6.50 (165.1) .31 (7.9) .63 (15.9) 10-32
FSE-300 300 1.13 (28.6) .75 (19) 8.50 (215.9) .31 (7.9) .63 (15.9) 10-32
FSE-375 375 1.13 (28.6) .75 (19) 10.50 (266.7) .31 (7.9) .63 (15.9) 10-32
FSE-420 420 1.13 (28.6) .75 (19) 11.75 (298.5) .31 (7.9) .63 (15.9) 10-32
FSE-500 500 1.63 (41.3 1.13 (28.6) 10.50 (266.7) .50 (12.7) .63 (15.9) 1/4-20
FSE-750 750 2.50 (63.5) 1.75 (44.5) 12.00 (304.8) .50 (12.7) .63 (15.9) 1/4-20

FSE-1000 1000 2.50 (63.5) 1.75 (44.5) 15.00 (381.0) .50 (12.7) .63 (15.9) 1/4-20
FSE-1500 1500 2.50 (63.5) 1.75 (44.5) 20.00 (508.0) .50 (12.7) .63 (15.9) 1/4-20

CORE TERMINAL

FVE/FSE - FIXED

AVE/ASE - ADJUSTABLE

DIMENSION INFORMATION

ASSEMBLIES

Contact Factory for a
wide variety of custom

configurations and
assemblies.

SPECIAL LEAD
CONFIGURATION

PACKAGE OPTIONS

CONTINUED NEXT PAGE
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FVE / FSE
AVE / ASE

EDGEWOUND RESISTORS CONTINUED 

RESISTANCE TOLERANCE: Standard tolerance is ±10%.  Special tolerances are available.  See Odering for details.

TEMPERATURE COEFFICIENT: ±260 PPM/�C for 300 Watt units.  
(Special TC’s are availalbe, consult factory.)

OVERLOAD: 10 X rated wattage for 5 seconds. 

DIELECTRIC WITHSTANDING VOLTAGE: 1000 VAC measured from terminals to mounting brackets.

INDUCTANCE: All Edgewound resistors are single layerinductively wound.

STANDARD TERMINALS: The tab/lug, eyeleted, combination, and welded lead types come pre-tinned.

QUICK CONNECT TERMINALS: Resistors with a core O.D. (DIM A) of 0.31” can be supplied with a 3/16” Wide X .020” Thick 
male quick connect terminal. See Ordering for details.

COATING: Available in Vitreous Enamel or Silicone.

CORE: Steatite ceramic.

STANDARD MOUNTING BRACKETS: Push-In, Friction-Grip mounting brackets are available.  

SPECIAL MOUNTING HARDWARE: Vertical and horizontal thru-bolt mounting hardware with mica or ceramic bushing for high voltage 
applications are available.  Multiple resistor mounting brackets and live mounting brackets can also 
be supplied. 

ENGINEERING DATA AND ORDER OPTIONS

CORE LENGTH TOLERANCES

UP TO 4” ±1/32

4” TO 6 1/2” ±1/16

6 1/2” TO 8 1/2” ±3/32

8 1/2” TO 12” ±1/8

12” & OVER ±3/16

TERMINAL EDGE DIMENSIONS

CORE O.D. TYP. SET-IN

9/16” 3/32

3/4” 3/32

1 1/8” 1/4

1 5/8” 1/4

2 1/2” 1/2
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