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NEON BULB
PARAMETERS SYMBOL | MAX. UNITS
LAMP VOLTAGE(AC) v 250 v,
STARTUP VOLTAGE Vs 95 v
CURRENT 1 0.9 mA
SERIES RESISTANCE R 270 Q
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[.197 in]
22.2-22.3
A
A A 36.00 o 19.60
——— -00 2.00
[1.417 in] YELLOW [.772 in] [.079 in]
ILLUMINATE
RECOMMENDED PANEL MOUNTING ACTUATOR
la 2a
{ ]
CIRCUIT: DPST g
ON - OFF PANEL THICKNESS| X I AI',?"” 1| L 1
36.70 oyl 17.10
0.75-1.25 30.0 [1.445 in] m [.673 in]
1.25-2.00 30.2 ‘ |
2.00-3.00 30.6 [}
NOTES: O
1. ALL DIMENSIONS IN MM [INCH]
2. GENERAL TOLERANCE: X.X=#0.4 2a 81 6.35 1 |
X.XX=%0.25 11.40 [.032 in] [.250 in] |
3. TERM. NOS. FOR REF. ONLY (445 in] ] 11.70 9.80
4. RATING: 20A @125VAC; . 27 0 _ ] [.461 m]__ <21 60" [386 in]
A5. LAMP VOLTAGE: 250V (NEON BULB)
6. MATERIAL:
CONTACT SURFACE: COIN SILVER, SILVER PLATED.
TERMINAL: COPPER ALLOY w/SILVER PLATE
7. ELECTRICAL LIFE: 10,000 CYCLES
8. MECHANICAL LIFE: 30,000 CYCLES
9. CONTACT RESISTANCE: <20 MILLI-OHMS INITIAL
10. DIELECTRIC STRENGTH: >1,500V AC 1MIN
>3,000V BETWEEN POLES. S
11. ADENOTES CRITICAL PARAMETER. E.W’ﬂl
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