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SPECIFICATIONS A ECO-05-006715 21DEC05 | RB | MS
| MAKE—-BEFORE—-BREAK ‘
MATERIALS:
| ACTUATOR— POM, UL94HB BLACK
* ‘ TERMINAL BOARD— PHENOLIC LAMINATED SHEET, UL94HB, NATURAL
6.7 [.264] 35 [.138] FRAME— STEEL, NICKEL PLATE
| o T TEF\’I\/HNAI_/HXED CONTACT— COPPER ALLOY, GOLD OR SILVER OVER NICKEL PLATE ‘
; | 545 [6.177] MOVING CONTACT— COPPER ALLOY, GOLD OR SILVER OVER NICKLE PLATE
DETENT BALL— STEEL
| COIL SPRING— GALVANIZED SPRING WIRE ‘
i 4.0 [157] A=l 8.0 [.314] |- LEVER,(K SERIES ONLY)— ALUMINUM 5
7 SEAL— EPOXY
| @, ELECTRICAL: ‘
CONTACT RATING— .4VA@20VDC OR PEAK AC (GOLD); S00mA@ 125V AC <S|L\/ER)
| INITIAL CONTACT RESISTANCE— 30 milliohm max. ‘
—— = 2.5 [.098] 30 [118] = = FINAL CONTACT RESISTANCE— 100 milliohm max. (AFTER TEST)
S INSULTAION RESISTANCE— 1,000 Megohms min.
| —] —— 3.0 [.118] 4.0 [.157] DIELECTRIC STRENGTH— 500V RMS@SEA LEVEL ‘
i j LIFE EXPECTANCY— 15,000 CYCLES MIN.
10.0 |.394
|_ TYCO,/CHINA et ‘ [-394] MECHANICAL: _‘
STAMPED ) 4.5 [177] ‘ ACTUATION FORCE— 600+ /—300 GRAMS
TRAVEL— SEE P/N TABLE
| /—l—lﬁr— [ | | 1 | | / ‘
|:| [ |:| |:| |:| |:| D |:| ENVIRONMENTAL:
H H 7.5 [.295] OPERATING TEMPERATURE— —20 TO +85 DEGREES C
] ] l STORAGE TEMPERATURE— —40 TO +100 DEGREES C ‘
‘ ' ‘ RESISTANCE TO SOLDER HEAT PER 109—-202, CONDITION B
3.0 [.118] _L 3.5 [.138] SOLDERABILITY PER EIA—=364—-52, CLASS 2, CATEGORY 1, 95% MIN COVERAGE
L | y o MHS222K & MHS223K ‘
f i LEVER
| c NOTES: c ‘
0.4 [.016] e
1.0 [.039] —| | f—— — || 0.5 [.OZO] 5 PLC A
0.5 [.020] - MARK PER 202—3/ SPECIFICATION, ﬁ@]@@/CHlNA MINIMUM REQUIREMENT
S 3.5 [.138] 2 PLC
| 20 [.079] —— |=— [ ] 2. ALL MATERIALS AND FINISHES SHALL COMPLY WITH EU DIRECTIVE 2002/95/EC OF 2/JAN2005 (ROHS) ‘
| = =25 098] - 4.0 [.157] 2 PLC /3\ ANTI SOLDER WICK SEAL AT TERMINAL TO BOARD INTERFACE ‘
6.2 |.244 -
| — L] —— 150 [.590] — 4. ALL PERFORMANCE TESTING WAS DONE IN ACCORDANCE TO TYCO SPECIFICATION 102-2469 —
-~ 16.0 [.630] —= ‘
| 6 i ) 1-1825289—1| MHS233KGO4 DP3T 2.00 GOLD - g__g{ - ;:2 - i:g ‘
| _ I‘;'I_l % Lr{" _ 1-1825289-0 | MHS233K04 DP3T 2.00 | SILVER - g__ﬁ’ - ;:g - i:g ‘
] ] ] 1825289-9 | MHS233G04 DP3T 2.00 GOLD - g__“? - §:§ - i:g
| — rl_'—‘ ‘ FLP — 1825289-8 DP3T - 6-5 /=6 8-6 ‘
é ; |1 - MHS23304 2.00 SILVER o - 55 - 4>
_ MHS223KG04 |  DPDT GOLD o4 - OFF - 6-5 -
B $0.9 [$.035] #65 DRILL 2.00 21 3-2 B
S PLC
| 15.0 [.590] — = 1825289—7 | MHS223K04 DPDT 200 | SWLVER | 5% - OFF - o - ‘
2.0 [.079]
| _I 1825289—6 | MHS223G04 DPDT 200 | GOLD . - OFF - s - ‘
? " @ o o / 18252895 MHS22304 DPOT 2.00 SILVER 2:? - OFF - ?,j’ -
6.2 [.244] ¥
; I ® & © @,ﬁ 21.4 [¢'O§5F])Lﬁ54 DRILL 1825289—4 | MHS222KGO4 DPDT 4.00 GOLD Zj - NONE - 2:2 - ‘
— 54 - 6-5 —
| 2.5 [.098] - 4.0 [.157] S 35 [137] 18252893 MHS222K04 DPDT 4.00 SILVER - NONE - <o _ ‘
TYP .
| 1825289-2 | MHS222G04 | DPDT 400 | GOLD o - NONE - o - ‘
RECOMMENDED BOARD LAYOUT . | .
| 50 LAYOUT TOLERANCE: +002 18252891 MHS22204 DPDT 400 | SILVER - NONE - 0 - ‘
M M M [ 1 M
| ARt %o | part No. TYPE | TRAVEL | PLATING 3| b | b | b | e | b ‘
: MHS222 & MHS223 SERIES e comeeE e Sr s |
| S \/\/ ‘TC H THIS DRAWING IS A CONTROLLED DOCUMENT. Dwg BROWN 21DECOS tyco Tyco Electronics Corporation ‘
DIMENSIONS: TOLERANCES UNLESS CH'TA SARVER e m HGrriSburg’ Po 1710575608
mm SRS SR :hvcf)lzugf\nggR T SLIDE SWITCH, MHS SERIES,
| @ TRE % o3 po - DOUBLE POLE, VERTICAL ‘
| MATERIAL j FINISH - : wElG'; - A 1 00779 @n:n 18725289 — ‘
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— SEE SHEET 1 - — —
SPECIFICATIONS
| ‘ MAKE —BEFORE —BREAK ‘
! MATERIALS:
6.7 [.264] 3.5 [.138] ACTUATOR— POM. UL94HB BLACK
| | 64.5 [6.477] TERMINAL BOARD— PHENOLIC LAMINATED SHEET, UL94HB, NATURAL
R FRAME— STEEL, NICKEL PLATE
| TERMINAL /FIXED CONTACT— COPPER ALLOY, GOLD OR SILVER OVER NICKEL PLATE
4.0 [.157] d=—ul 8.0 [.314] |=— MOVING CONTACT— COPPER ALLOY, GOLD OR SILVER OVER NICKLE PLATE
D DETENT BALL— STEEL D
| 7 ’ COIL SPRING— GALVANIZED SPRING WIRE ‘
\ LEVER,(K SERIES ONLY)— ALUMINUM
SEAL— EPOXY
| el =25 [.098] 30 [118] == = ELECTRICAL: ‘
S CONTACT RATING— .4VA@20VDC OR PEAK AC (GOLD); 300mA@125V AC (SILVER)PER EIA—448, METHOD
| | |~—30 [.118] 4.0 [.157] INITIAL CONTACT RESISTANCE— 30 milliohm max. ‘
\ FINAL CONTACT RESISTANCE— 100 milliohm max. (AFTER TEST)
/ T\ INSULTAION RESISTANCE— 1,000 Megohms min.
|_ TYCO,/CHINA 7 ‘ 10.0 [.394] DIELECTRIC STRENGTH— 500V RMS@SEA LEVEL _‘
STAMPED / 45 [177] ‘ LIFE EXPECTANCY— 15,000 CYCLES MIN.
THIS SIDE
| e ' ' ! ' ' MECHANICAL: ‘
H [ H T H D H ACTUATION FORCE— 600+ /—300 GRAMS
| il 7.5 [.295] TRAVEL— 2.0 +/—.50 (.079 +/—.020) ["SEE P/N TABLE” for 1825256 & 1825290] ‘
! L] L] l ! ENVIRONMENTAL:
3.0 [.118] _L 3.5 [.138] OPERATING TEMPERATURE— —20 TO +85 DEGREES C
| 9 =L MHSZ55K LEVER STORAGE TEMPERATURE— —40 TO +100 DEGREES C ‘
} i RESISTANCE TO SOLDER HEAT PER 109-202. CONDITION B
c SOLDERABILITY PER EIA—364-52 CLASS 2. CATEGORY 1. 95% MIN COVERAGE c
| 0.4 [.016] - ‘
1.0 [.039]) —]/=— -~ o35 7[.138] 2 PLC
| 0.5 [.020] — ||~ ‘
2.0 [.079] —=| |=— 2.0 [.079] - 4.0 [.157]
| —  =1—25 [.098] 2 PLC NOTES: ‘
— 62 [.244] -590] /N MARK PER 202-37 SPECIFICATION, Y@@ /CHINA MINIMUM REQUIREMENT |
| -~ 16.0 [.630] — = 2. ALL MATERIALS AND FINISHES SHALL COMPLY WITH EU DIRECTIVE 2002/95/EC OF 27JAN2003 (ROHS) ‘
| 5 e . /3 ANTI SOLDER WICK SEAL AT TERMINAL TO BOARD INTERFACE ‘
| — %i i u'r — 4. ALL PERFORMANCE TESTING WAS DONE IN ACCORDANCE TO TYCO SPECIFICATION 102-2469 ‘
4 5 2 1
| . 0.9 [9.035] #65 DRILL 5 ‘
4 PLC
- 15.0 [.590] — =
| 2.0 [.079] TYP 4 - ‘
r2.o [.079] /
| | —© \
6.2 [.244] § ®e®
‘ OO0 O 81.4 [6.055] #54 DRILL
* @/ﬁ 2 PLC
— 4.0 [157] —A=—mi= J 3.5 [.137] —‘
| 2.5 [.098] o
| RECOMMENDED BOARD LAYOUT ‘
| PC LAYOUT TOLERANCE: 002
A A ‘
| M HS255 SER‘ ES THIS DRAWING IS A CONTROLLED DOCUMENT. ™% oo P e Tyco Electronics Corporation ‘
S\/\/ ‘TC H DIMENSIONS: TOLERANCES UNLESS CH:A SARVER e Ebcms HGrriSburg, Po 1710575608
mm OIHERMISE SRATE APR//'D SARVER S SLIDE SWITCH, MHS SERIES,
| DRE fostom | DOUBLE POLE, VERTICAL ‘
@ ‘%EIEE % E APPLICATION SPEC SIZE CAGE CODE | DRAWING NO RESTRICTED TO
| MATERIAL B FINISH } WEIGHT _ A1 00779 @.:.1825289 _ ‘
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